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Použití

Použití

Radiální ventilátor ( pro přívod a odvod vzduchu), zejména pro odvod vzduchu z kuchyní
Lze instalovat uvnitř nebo venku
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Popis

KFB

KFB
RADIÁLNÍ VENTILÁTORY PRO BĚŽNÉ VĚTRÁNÍ
Speciálně vyvinutý pro náročné podmínky v provozu ventilátoru pro
odváděný vzduch v kuchyních. Použitá oběžná kola s dozadu
zakřivenými lopatkami nejsou citlivá na usazenou mastnotu. Jsou také
účinnější, což znamená, že provozní náklady a investiční náklady na
transformátorovou regulační jednotku jsou mnohem nižší.

5 velikostí
Od 200 do 400 mm
Průtok vzduchu V max. cca 7 200 m /h
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Homepage VÝROBKY X-FANS Ventilátory Radiální ventilátory KFB

https://www.trox.sk/
https://www.trox.sk/
https://www.trox.sk/v%25C3%25BDrobky-fd5d66967ecb1e15
https://www.trox.sk/v%25C3%25BDrobky/x-fans-aeae102edef5da98
https://www.trox.sk/x-fans/ventil%25C3%25A1tory-d70494d83f31a5db
https://www.trox.sk/ventil%25C3%25A1tory/radi%25C3%25A1ln%25C3%25AD-ventil%25C3%25A1tory-47df94b58f2ba292
https://www.trox.sk/radi%25C3%25A1ln%25C3%25AD-ventil%25C3%25A1tory/kfb-3660aca1a82dd344


Příslušenství

Nástěnná konzola
Připojovací objímka
Vzduchový kanál se samočinnou uzavírací klapkou
Kryt motoru na ochranu proti nepřízni počasí
5stupňový transformátor (AP)
7stupňový transformátor (UP)
Frekvenční měnič
Servisní vypínač, volný

Klasifikace, normy a směrnice

Vyhovuje směrnicím VDI 2078 a 2052
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TECHNICKÉ ÚDAJE
�Rozměry a hmotnost

Rozměry [mm]

① A B C D F G H I J K L Ø
225 E2 20 492 571 474 475 279 480 485 285 142 131 445 199

250 E2 20 592 690 561 548 329 540 567 344 166 156 505 249

280 E2 20 592 692 561 567 329 540 568 344 200 156 505 314

315 E2 20 700 790 663 669 382 590 611 405 220 181 555 354

400 E4 20 832 916 789 592 448 590 611 477 220 181 555 354

450 E4 20 832 916 789 637 448 590 611 477 220 181 555 354

500 E4 20 1016 1092 954 823 539 834 871 584 242 253 799 399

560 D4 10 884 930 820±10 487 730 766 500 217 215 695 399

① Jmenovitá velikost
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DETAILED DESIGN

HERE YOU’LL HAVE DIRECT ACCESS TO SELECT THE BVDAX VIA
THE TROX TLT PRODUCT CONFIGURATOR
Following features are at your disposal::

Based on your requirements of volume-flow, pressure and installation
arrangement including desired accessories select the ideal fan…
Appropriate selection according to required power, sound, nominal size, price
and production period
Options and accessories get assessed for plausibility
All required documents (e.g. technical specification, tender specification,
certificates, drawings etc.) of specific selected fan to be downloaded or send by
E-Mail

http://qr.trox-tlt.de/BVDAX
https://www.trox.sk:443/
https://www.trox.sk/contact-324ad738009a79bf
https://www.trox.sk/side-services/imprint-b7c1f2071af747ba
https://www.trox.sk/side-services/dodac%25C3%25AD-a-platebn%25C3%25AD-podm%25C3%25ADnky-trox-b08181662deef03c
https://www.trox.sk/side-services/na%25C5%25A1e-politika-ochrany-osobn%25C3%25ADch-%25C3%25BAdaj%25C5%25AF-b46504a2fe54fa0b
https://www.trox.sk/side-services/odpov%25C4%259Bdnosti-ba5e9e36060e2b92
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