UL

PRO OTVORY PRO PRIVADENY A ODVADENY VZDUCH
VE VZDUCHOTECHNICKYCH ZARIZENICH

Zpétné klapky chrani proti nechténému proudéni vzduchu proti
pfedpokladanému sméru proudéni, pokud neni systém v provozu

Maximalni tlak 100 Pa

Okraj z Uhelnikovych profilli se namontuje do prostupl ve sténéach
Dostupnd ve standardnich rozmérech a mnoha mezivelikostech

Zpétna klapka s tvarovanymi hlinikovymi listy pro normalni pozadavky; listy
jsou vybaveny tésnénim pro tumeni hluku

VoliteIné vybaveni a pfisluSenstvi

e Instala¢niram
e Praskové lakovani (RAL, NCS nebo DB)

Pouziti

Pouziti

Zpétné klapky typu UL pro otvory pro pfivadény a odvadény vzduch ve vzduchotechnickych zafizenich

Ochrana proti nechténému proudéni vzduchu proti pfedpokladanému sméru proudéni, pokud neni systém v provozu
PFi vypnuti systému se listy automaticky zaviou

Maximalni celkovy rozdil tlaku je 100 Pa.

Zpétné klapky v otvorech pro odvadény vzduch rovnéz chrani proti pronikani desté

Zvlastni charakteristické vlastnosti

e Jsou dostupné libovolné stfedni rozméry v ramci standardniho rozsahu velikosti
e Tepelné odolné do 80 °C
e Maximalnitlak 100 Pa


https://www.trox.sk/
https://www.trox.sk/
https://www.trox.sk/v%25C3%25BDrobky-fd5d66967ecb1e15
https://www.trox.sk/v%25C3%25BDrobky/protida%25C5%25BE%25C4%258Fov%25C3%25A9-%25C5%25BEal%25C3%25BAzie---lamely-%25C5%25BEal%25C3%25BAzi%25C3%25AD-ddf6c815ed022f8d
https://www.trox.sk/protida%25C5%25BE%25C4%258Fov%25C3%25A9-%25C5%25BEal%25C3%25BAzie---lamely-%25C5%25BEal%25C3%25BAzi%25C3%25AD/mechanick%25C3%25A9-samo%25C4%258Dinn%25C3%25A9-klapky-034100884649a66b
https://www.trox.sk/mechanick%25C3%25A9-samo%25C4%258Dinn%25C3%25A9-klapky/zp%25C4%259Btn%25C3%25A9-klapky-803f7f77cb331295
https://www.trox.sk/zp%25C4%259Btn%25C3%25A9-klapky/ul-af86ca42d78fbed7

e Zpétné klapky se oteviraji a zaviraji proudénim vzduchu; neni potfeba z&adny servopohon
e Zpétna klapka s tvarovanymi hlinikovymi listy pro normalni pozadavky; listy jsou vybaveny tésnénim pro tumeni hluku

Popis

Varianty

e UL-1:Zpétna klapka pro otvory pro odvadény vzduch
e UL-2:Zpétna klapka pro otvory pro pfivadény vzduch

Soucasti a vlastnosti

Lem
Listy s lozZisky s nizkym tfenim
Dorazy listd

Tésnéni hrotu listd
Dolni doraz (Ghelnikovy profil)
Viditeln& délici pfepazka od B = 1000 mm

Prislusenstvi

e Montazni ram: montazni ram pro rychlou a snadnou montaz mechanicky samoc¢innych klapek

Charakteristické konstruk¢ni znaky

Lem, tloustka materialu 1,75 mm

Lamely, tioustka materialu 1,0 mm

Dodatecné postrannilisty s upeviiovacimi otvory pro prizpsobeni se osam listl a integralnim omezovacim listd
Dorazy listli brani otevienti listd nad urcity thel

Upevnovaci otvory na lemu

Materialy a povrchy

Lem a doraz (Uhelnikovy profil) z pozinkovaného ocelového plechu
Listy z tvarovaného hliniku

Délici pfepazka (od B = 1000 mm) z pozinkovaného ocelového plechu
Osy listll z mosazi

Postranni lista z PVC

Tésnéni hrotl listd z pénového polyesteru

Dorazy listl z plastu

P1: Praskové lakovani, barva RAL CLASSIC

PS: Praskové lakovani, barva NCS nebo DB

TECHNICKE UDAJE



Schematic illustration of UL-1

(1) Border
(2 Blades (closed)

(@ Blades (open)
(& Blade restrictor

(® Seal

(3 Mullion from B = 1000 mm

200 » 215 to 1600 % 1615 mm
|Volume flow rate range 110-6460 /s at 2.5 m/s|
|Volume flow rate range 396 - 23256 m¥h at 2.5 m/s
Total ditferential pressure — exhaust air 25Paat25mis|
|Total Pr fresh air 25Paat25m/s
Nominal sizes 200 x 215 to 1600 x 1615 mm
|Volume flow rate range 11075460Usa|szJ‘s|
|Volume flow rate range 396 - 23256 m¥h at 25 m/s
| Total differential pressure - exhaust air 25Paal25mis|
|Total differential pressure — fresh air 25Paat2.5m/s

uL
UL-1 / 800x515 / ER / P1-RAL ...
[ Type [5] Surface
UL Non-return damper Mo entry: standard construction
P1  Powder-coated,
[Z Airflow direction RAL CLASSIC colour
1 Exhaust air opening PS  Powder-coated, DB colour
2 Fresh air opening
Gloss level:

[ Nominal size [mm] RAL 901050 %

BxH RAL 9006 30 %

[@ Installation subframe
Mo entry: none
ER  With

All other RAL colours 70 %



Accessories
Type Installation subframe


https://www.trox.sk/accessories/er-%25E2%2580%2593-self-powered-dampers-f1e5e71f62fedffa
https://www.trox.sk/
https://www.trox.sk/
https://www.trox.sk/v%25C3%25BDrobky-fd5d66967ecb1e15
https://www.trox.sk/v%25C3%25BDrobky/protida%25C5%25BE%25C4%258Fov%25C3%25A9-%25C5%25BEal%25C3%25BAzie---lamely-%25C5%25BEal%25C3%25BAzi%25C3%25AD-ddf6c815ed022f8d
https://www.trox.sk/protida%25C5%25BE%25C4%258Fov%25C3%25A9-%25C5%25BEal%25C3%25BAzie---lamely-%25C5%25BEal%25C3%25BAzi%25C3%25AD/mechanick%25C3%25A9-samo%25C4%258Dinn%25C3%25A9-klapky-034100884649a66b
https://www.trox.sk/mechanick%25C3%25A9-samo%25C4%258Dinn%25C3%25A9-klapky/zp%25C4%259Btn%25C3%25A9-klapky-803f7f77cb331295
https://www.trox.sk/zp%25C4%259Btn%25C3%25A9-klapky/ul-af86ca42d78fbed7
https://www.trox.sk:443/
https://www.trox.sk/contact-324ad738009a79bf
https://www.trox.sk/side-services/imprint-b7c1f2071af747ba
https://www.trox.sk/side-services/dodac%25C3%25AD-a-platebn%25C3%25AD-podm%25C3%25ADnky-trox-b08181662deef03c
https://www.trox.sk/side-services/na%25C5%25A1e-politika-ochrany-osobn%25C3%25ADch-%25C3%25BAdaj%25C5%25AF-b46504a2fe54fa0b
https://www.trox.sk/side-services/odpov%25C4%259Bdnosti-ba5e9e36060e2b92
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